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DATE AIR TIME LANDINGS / CYCLES
/ / DAILY TOTAL TOTAL DAILY TOTAL
HRS | MIN| HOURS |mIN| 7OTAL DETAILS OF TASK (INSPECTION, REPAIRS & REPLACEMENT)
CARRIED } {
FORWARD Asaqy (2
2 M 2014 sad | 3

iU C-GLBZ - SIN: 340A-0427  DATE: Mar 28, 2014 TAT: 8594.3 -
" Ph. 403-288-5160 —

>

INRREREREREERREEN (

VVVVVVVVVVVVVY VYVVVY VVVVVVVVYVYVVVVVYV VYV

- function checked serviceable.

Annual Inspection completed IAW CAR 625 App “B”, Part |.
Oil and filters changed, new filters installed and engines serviced with 20W50.
Compressions checked: L/H- #1-74/80, #2-76/80, #3-77/80, #4-69/80, #5-76/80, #6-70/80. ' —
' R/H- #1-67/80, #2-64/80, #3-66/80, #4-78/80, #5-65/80, #6-70/80.
Mag timing checked serviceable.
L/H mag timing adjusted as required and gaskets replaced with new. : =
Spark plugs serviced and reinstalled with new gaskets. :
L/H engine #6 cylinder top spark plug replaced with new.
L/H engine mag pressurization line replaced with manufactured part. —
L/H de-ice vaive S/N#7138-2 removed and installed O/H valve S/N#4009-16. ‘
R/H de-ice valve S/N#10F720 removed and installed O/H valve S/N#4049-16. T
R/H engine #5 intake gasket replaced with new. _
R/H engine tach generator seal and gasket replaced with new.
AD2014-05-28 C/W- N/A by installation. - ' —
AD2001-01-16 Paragraphs B, C & E C/W, checked serviceable.
Aft bulkhead coat rack attach points repaired IAW AC43, 13/1B. :
Taxi light wiring repaired as required and function checked serviceable. = —
Emergency exit rigged IAW C-340 MM and function checked serviceable.
C&D combustion air switch P/N#CD22550 installed IAW Installatxon mstructlons IN22550, Rev. A, 5/31/12, =

Park brake valve replaced with new.

Brakes bled and checked serviceable. T

Elevator control cable tensions adjusted as required. Tumbuckles safetied and checked serviceable.
ELT S/N#479241 removed and recertified by Northern Avionics on WO#5028. ELT reinstalled and function’:
checked serviceable. Battery due Mar 2015. i
Compass swing completed and checked serviceable. Correction card placed in aircraft. :
Tach accuracy checked serviceable. B
Fire ext inspected and weighed, checked serviceable. C o
First Aid kit inspected and contents verified, checked serviceable.

AD2004-25-16R1 C/W- fuel reg S/O valve inspected and checked serviceable. -
AD2004-21-05 C/W- heater decay test completed and checked serviceable. —
Aft pressure bulkhead seal replaced with new.

RH aux fuel pump S/N#80660 removed and installed O/H'd pump S/N#17287LN. :
R/H fuel selector resealed as required, leak and function checked servicedble. —
AD2014-03-03 C/W- N/A by S/N. B
Tail stinger inspected for security of installation and cracks, no defects noted, checked serviceable. Eu
All wheel bearings cleaned, inspected and greased. A
Gear swung thru 5 fault free cycles. '
Ground runs completed and checked serviceable. o

- A S
lqdepen ompleted for the affected flight/powerplant controls. .

— Signed, Name: Brad Hvenegaard License: Zon —
Reference Cavalier WO#MN-111 —

—— The described maintenance has been performed in accordance with the applicable airworthiness requirements. —
Siqned:/ﬁ/( Name: Matt Reardon License: ”'

PAGE - '
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NAME/
SIGNATURE

o: C-GLBZ Northern Avionics Inc.
R March 28,2014 - Avionics Maintenance Only - AMO 68-03
E. Removed Encoding Altimeter m/n: EA-401A, p/n: 42540-6128, s/n: 5712, Co-pilot Altimeter 5934PA-1, s/n: 9A398,
E  and Transponder GTX-330, p/n: 011-00455-00, s/n: 84140696.

Re-certified both Altimeters in accordance with CAR 571, appendix B, paras. (b thru ¢) up to 35,000 Ft. Re-certified
Encoder and performed integration test in accordance with CAR 571, appendix F, para. (k) up to 35,000 FT.
Performance tested Transponder in accordance with CAR 571, appendix F, paras. (a thru d) including mode S.
Reinstalled both Altimeters and Transponder with the same serial numbers. Performed pitot / static leak test and
Transponder interrogation test in accordance with CAR 571, appendix B, para. (a) and CAR 571, appendix F, para. (k).
(PAG),  Reference WO: 5054

';l:'he described maintenance has been
‘ormed in accordance with applicable

2 o
worthiness requirements. W / < .
. Signature/Stamp: J(. UOM [‘\,L(I




W
C%M’TE.J.J{‘?E C-GLBZ
Ph. 403-288-5160

S/N: 340A-0427  DATE: Apr 16, 2014 TAT: 8600 .4

and function checked serviceable.
» L/H & R/H pressurization ducting from venturi’s to cabin inlet valves replaced with new.
» Main cabin door seal adjusted as required.
» Ground runs completed and checked serviceable.

Reference Cavalier WO# 14-127
The described maintenance has been performed in accordance with the applicable airworthi

-9“‘,/4
Signed: M—\ Name: Matt Reardon License:

510 ¢

» Dual tach S/N#6338 removed and repaired by Skymaster Avionics on WO#A029. Same S/N reinstalled

$S requirements.

rf 724 ro6.
CT O LA
June 6, 2014 - “E - ‘ NPt faes, AMO#80"O7

C-GLBZ CESSNA 340A  S/N 340A-0427 W/O# 5970 TAT 8613.3

K— FR CH 48108-1 INSTALLED
LH ENGINE -OIL CHANGED -10 LITRES PHILLIPS 20W50 —OIL FILTER INSPECTED -OK NEW FILTE :
RH ENGINE --OIL CHANGED—10 LITRES PHILLIPS 20W50 —OIL FILTER INSPECTED _OK—NEW FILTER CH 48108-1 INSTALLED

BOTH FILTERS REMOVED INSPECTED — NO CONTAMINATION FOUND
ENGINES GROUND RUN AND LEAK CHECKED

3 THE MAINTENANCE DESCRIBED ABOVE HAS BEEN PERFORMED IN ACCORDANCE WITH THE APPLICABLE

'STANDARDS OF AIRWORTHINES ( "y /)
.P DATE: SIGNATURE:M LICENSE:_/ 711643
3 - - . - - . - — ,| s - P et — 1
- cavalier
, AVIATION LYD. C-GLBZ S/N: 340A-0427 DATE: June 20, 2014 TAT: 8617.6

= Ph. 403-288-5160

_ > LH main gear down lock switch replaced with new. Gear swings completed and function checked
' serviceable.

Reference Cavalier WO# 14-248

\}-769:
~769:
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LICENCE:

The described maintenance has been performed in accordance with the applicable airworthiness requirements.

Signed: /’f“\\_‘\ < Name: Matt Reardon License: {&

NAME/
SIGNATURE ANl o
73
Cavalier C-GLBZ SIN: 340A-0427  DATE: May 7, 2015 TAT: 8668.7 _ ;Z
Ph. 403-288-5160
» Annual Insp completed IAW CAR 625 App “B”, Part 1. _
» LH engine and propeller removed for prop strike insp due to prop blade damage from FOD on runway.
» LH engine S/N#228170 repaired by Pro Aero Aviation on WO#E62841. LH engine reinstalled with all —
original accessories and LORD mounts. _
» LH engine controls rigged and checked for travels and safety, checked serviceable.
» LH engine fuel flow transducer S/N#101524 removed and installed new S/N#200967.
» LH engine vacuum pump replaced with new S/N#161556.
» |LH prop S/N#EB6662B repaired by Aero Propeller on WO#12994. Prop reinstalled and torqued and
safetied.
» RH engine compressions: #1-73/80, #2-72/80, #3-54/80, #4-43/80, #5-72/80, #6-63/80.
» RH engine cylinders #1 & #2 found cracked at intake ports. :
> RHengine cylinders #1, 2, 3 & 4 replaced with overhauled S/N's: #1-51566-3, #2-51076-2, #3-51077-1, #«
51077-4. Cylinders installed with all new gaskets and seals.
» RH engine oil cooler replaced with new S/N#4082928.
> RH engine tach generator wiring repaired as required, function checked serviceable.
» RH engine mag timing adjusted as required.
» RH engine IB cowl intake doubler repaired as required IAW AC43.13/1B.
> Both engines serviced with Aeroshell W100 Minera! oil.
» AD2001-01-16 Para b, c & e C/W- LH & RH exhaust systems inspected and pressure tested, checked
serviceable.
> AD2004-25-16R1 C/W- fuel reg S/O valve inspected and checked serviceable.
> Elevator cable tensions adjusted as required. Turnbuckles safetied and checked serviceable.
> Nose gear fairing refinished as required and reinstalled, checked serviceable.
> Nose oleo resealed and serviced with hyd fluid and N2 as required, checked serviceable.
» Nose & main landing gear torque link bushings and shafts replaced with new as required. i
» RH main oleo serviced with N2 as required. —
» Tail de-ice hose “tee” reconnected as required.
> Brake caliper pins and torque plates cleaned as required. T
» RH wing static wicks replaced with new as required. _
> RH fuel selector valve S/N#0708 removed and installed O/H valve S/N#330L. Function and leak checked
serviceable. -
» RH wing IB fuel drain replaced with new. .
» LH wing battery vent replaced with new.
» ELT S/N#479241 removed and recertified by Northern Avionics on WO#5804. ELT reinstalled and function —
checked serviceable. Battery due December 2023. .
» _Compass swing completed and checked serviceable. Correction card affixed to compass.
» Tach accuracy checked serviceable. —
» Fire extinguisher inspected and weighed, checked serviceable. -
» First Aid kit inspected and contents verified, checked serviceable. T
» Ground runs comgleted and checked serviceable. —
Indepen ol check co ted for the affected flight/powerplant controls. > -
Signed: W/ﬁ) / Name: Mike Craigmile License: 24’?2 _
. S LTS
AIRCRAFT-RELEASE SUBJECT TO A SATISFACTORY TEST FLIGHT. L —
Reference~€avalier WO#15-011 & 15-145 L

————— el b ]




NAME/
SIGNATURE
e
i)

£ Ca alier

AVIATIONLTD, C-GLBz S/N: 340A-0427 DATE: 25 Feb 2016 TAT: 8680.2 ;;\
2 Ph. 403-288-5160 ) —
liawi” 100 hrinspection carried out and checkeq serviceable.
Y il and filter changes carried out on L/H and R/H engines -
H exhaust shroud crack stop drilled ang checked serviceable

#1 cylinder on the left engine replaced with overhauled unit. S/N E62841-1 rémoved. S/N 73911-01 !

#3 cylinder on the left engine replaced with overhauled unit. S/IN47896-28 rémoved. S/N 73807.09
installed.

#5 cylinder on the left engine replaced with overhauled unit. S/N E62841-5 fémoved. S/N 73911-1¢ — .
installed.

#3 connecting rod on the left engine rémoved and repaireqg under Pro aero WO#PAA49. Connecting rod ,
installed ang function checked Serviceable. —_
>  Ground runs completed and c@ecked Serviceable. 3 v ae
7 D Qo258 (R puic REG S/o Vas 1tak Wicken Srvicing i .
E Reference Cavalier wi 028

The .

>

>

>» .

> LH deice valve replaced with overhauled unit, p/N 2H48-14 S/N 151 62-9 installed. S/N 4009-16 Removed,. —
N .

>

>

>

Name: Brad Hvenegaard License:
vali r ' -\
Cavalier N615SA S/N: 340A-0427  DATE: 17 mar 2016 TAT: 8680.2
Ph. 403-288-5150
> Aircraft Certificate of Airworthiness for export Completed IAW M) 38.
» Canadian registration marks rfemoved and American registration N615SA installed on the fuselage and on —_
the glareshield. :
- > ransponder HEX code changed to new registration, checked Serviceable, '
- > ELTSN 479241 yearly recertification completed by Northern Avionics on WO#6475 ang original unit .
reinstalled ang function checked Serviceable. Battery due Dec 2023,
Reference Cavalier WO#16-088 -
The described:maintenance has been performed in accordance with the applicable airworthiness requirements.
&tul;,é _
Signed: w\%{/ Name: Jason Palset License:
o S
— cﬁ.‘@\?ﬁ! N615SA SIN: 340A-0427 ' ~ ‘
Ph. 403.288 150 ! . - DATE: 17 Mar 2016 RAT: 8680.2
» Nose oleo Serviced angd checked serviceaple.
- » Emergency exit handle cover reinstalled and checked Serviceable. T
Reference Cavalier WOg#1 6-088 | |

The described maintenance hag been performeq in accordance with the applicable aj

N . SN . din
- Signed: \‘% Name: Jason Palset License:(s 18 2 T ition

I
i S . ¥




Northern Avionic; Inc —_—
- Avienics Maintenance Only - S 6803
Altimeter EA-401A, p/n: 42540-6128, s/n: 5712, Co-Pilot Altimeter 5934PA-1, g/n: A%

GTX:330, p/n: 011-00455-00, s/n: 84140696, T
Re-certified both Altimeters in accordance with CAR 571, appendix B, paras. (b thru ¢) and CAR 571, appendix F —
para. (kjup to 35,000 Ft. Performance tested Transpondsr in accordance with CAR 571, appendix F, paras, (a thry :1 ) :
Programmed to new registration. —_—
—— *  Reinstalled both Altimeters and Transponder with the same serial numbers. Performed pitot / static leak test ang :
Transponder interrogation test in accordance with CAR 57 I, appendix B, para. (a) and C AC'71, appendix F, para, k) T
m Reference wo. 647i —_—
- The described maintenance has been { . ;
performed in accordance with applicable N, y —
_ airworthiness requirements. Signature/Stamp: .
\
— T e e — T e L B
A/C Reg: N615SA Northern Avionics Inc, -
Date: March 10, 2016 - Avienics Maintenance Ouly - AMO 68-03 —_—
_— *  Removed Pilot Enc. Altimeter EA-401A, p/n: 42540-6128, s/n- 5712, Co-Pilot Altimeter 5934PA-1, s/n: 9A396,
Transponder GTX-330, p/n: 011-00455-00, s/n: 841406%6. e —
- *  Re-certified both Altimeters in accordance with CAR 571, appendix B, paras. (b thru ¢} and CAR 571, appendix F, _
para. (kjup to 35,000 Ft. Performance tested Transponder in accordance with CAR 571, appendix F, paras. (a thru d).
Programmed to new registration. —_—
_ *  Reinstalled both Altimeters and Transponder with the same serial numbers. Performed pitot / static leak test and
Transponder interrogation test in accordance with CAR 571, appendix B, para. (a) and C. 1, appendix F, para, (k).
—_— M Reference WO: 6471
The described maintenance has becn P 2 o ’
- performed in accordance with appiicable Nin e /1 \‘
airworthiness requirements. Sigmature/Stamp:j‘e. %;&Z
T Vi _—
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Sectiop 41: Airframe Log

Log Book Entry ~—

June 23, 2016

7 Airport Road

Savoy, Illinois 61874
CRS# BONRSSIC Telephone: 217-351-7700 Fax: 217-351-9843

Registration #: N615SA Total AC Time: Total AC Cycles:

& Manufacturer: Cessna
¢ Part/Model number: 3404 Aircraft Serial Number: 340A0427
1  Work Order No: AV-3284 Date: 06/23/2016

INSTALLED AERA 660 S/N 4NN003048 USING RAM MOUNT PARTS RAM-A-201U RAM-A-238U.
INSTALLED BENDIX KING DME KN-64 P/N 066-1088-00 S/N 4268.

INSTALLED DAVTRON-DVOR P/N 903 S/N 4199.
INSTALLED GARMIN TRANSPONDER GTX-345 P/N 01 1-03302-00 S/N 3EG001336.
INSTALLED SANDIA SAI-340 QUATTRO STANDBY ATTITUDE INDICATOR P/N 306171-00/S/N 531.
MOVED P.S. ENGINNERING INTERCOM TO UPPER RIGHT STACK BLANKING PANEL.
REMOVED EDO-AIRE MODEL 1U367 P/N 1U367-006-6 S/N 1-2914F.
INSTALLED EDO-AIRE P/N 1U367-006-6 S/N 1-2081.

« REMOVED GNS-430 P/N 01 1-00280-00 S/N 96306028 FOR WAAS UPGRADE.

INSTALLED GNS-430W P/N 01 1-01060-45 S/N 96306028.
o REMOVED THE FOLLOWING:
ARC DME RT MODEL RTA-476A P/N 44000 S/N 6361.

« ARC DME INDICATOR MODEL C-476A P/N 44020 1000 S/N 6171

- ARC RMI MODEL IN-10004A P/N 46450-0000 S/N 1399

| ARC ADF MODEL R-446A P/N 43090-1028 S/N 2288

GARMIN TRANSPONDER GT-330 P/N 011-00455-00 S/N 84140696
GARMIN GPS ANT MODEL GA-56 P/N 011-00134-00 S/N 59091493
¢ RESEATED AUTOPILOT COMPONENTS.
¢ I CERTIFY THE ALTIMETER/ALTITUDE REPORTING/STATIC SYSTEM TESTS REQUIRED BY FAR 91411
HAVE BEEN PERFORMED IN ACCORDANCE WITH FAR 43 APPENDIX E.

e Y S SRS SRRV e S

KR ek

THE ALTIMETERS AND ENCODER WERE TESTED TO 35,000 FEET. THE STATIC SYSTEM WAS LEAK
TESTED TO AN ALTITUDE OF 9,550 FEET AGL.

- THE ATC TRANSPONDER TESTS REQUIRED BY FAR 91413 HAVE BEEN PERFORMED IN ACCORDANCE
2 WITH FAR 43 APPENDIXF.

PERFORMED TRANSPONDER CORRELATION/ENCODER TEST.
ENCODING ALTIMETER, MAKE - ARC, P/N - 42540-6128, S/N - 5712
ALTIMETER, MAKE - SANDIA, P/N - SAI 340, S/N - 531

ALTIMETER, MAKE - UNITED INSTRUMENT, P/N - 5934PA-1, S/N - 9A398

TRANSPONDER, MAKE - GARMIN, P/N - 011-03302-00, MODEL - GTX 345, S/N - 3EG001336

THE ARTICLE IDENTIFIED ABOVE WAS REPAIRED AND/OR INSPECTED IN ACCORDANCE WITH THE
CURRENT REGULATIONS OF THE FEDERAL AVIATION ADMINISTRATION, HAS BEEN DETERMINED TO BE
IN AN AIRWORTHY CONDITION, AND IS APPROVED FOR RETURN TO SERVICE RELATIVE TO THE WORK
PERFORMED. PERTINENT DETAILS OF THIS WORK SCOPE ARE ON FILE AT THIS REPAIR STATION UNDER

CB e

for THE FLIGHTSTAR CORPORATION, CRS#BONRS5SIC

i A ]
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5/01/2017 Aircraft log entry for N615SA SN 340A-0427

Hobbs 4352.4 TAT 8883.8 Heater Hobbs 203.2 ELT Batts due 2023
Complied with 100 hr for Annual Inspection using Cessna Model 340/340A- Setvice Manual Inspection f,
Complied with FAR 91.207 Inspection of ELT for condition and operation check., found satisfactory. ELTH]:: 35 2 guide.
2/23. Complied with AD 2000-01-16 Engine Exhaust system inspection and test, both engines, Compliag atteries dye
Paragraphs (b),(c),(d),(€) no defects noted, found satisfactory, next inspection due Hobbs 4404.2, Compliedce table } - %
2004-21-05 Cabin heater decay test. Pressure checked flame tube and pressure switch found satisfactory nex‘:n ;h AD: 0 ¥
ot heater hobbs 303.2. Complied with AD 2004-25-16R1 Heater Fuel Reg shut off valve inspection, vi;uall ue 5-2019 j
checked, no leaks noted, next due heater hobbs 303.2. Replaced both engine air filters with Donaldson p/n %7, f;; Pressuge
Paper filter AD 84-26-02 NA. Replaced cabin Oxygen bottle with overhauled unit installed SN 4452SX pext I_}56. \.é
due 3-2022, serviced and leak and ops checked satisfactory. Both engine Fire Extinguisher bottles overhayleq ydro
cartridges installed. Right bottle sn 01925A1, Left bottle sn 01895A1 next Hydro due 3-2022. Installed new p ;nd new i
Aux Fuel cells and installation kit from Floats and Fuel Cells sn CR2424, sn CR2566 IAW Cessna 340A main:lg twing T
manual and Floats and Fuel Cells installation instructions, fueled cells and leak and ops checked salisfactory ne::lance —
drain valve installed. Replaced both main gear brake backing plates pn 075-01902 and all four pins pn 069-0’0400 o — -
all new p1J 66-33 linings. Replaced both sides main gear bolts AN 25-18, Clevis bolts NAS464P7-29, NAS 464P7-1.’121§tgufd
5041011A bolt, AN 25-38A bolt and new bushings, bearings, and spacers as required. Landing gear rigged and tens; o
and checked in accordance with Cessna Model 340/340A Service Manual Landing Gear and Brake Systems Secﬁoil(;,n e -
Landing gear greased and lubed. Wheel bearings cleaned and repacked, wheels installed and safetied. Replaced inlet a(;d
outlet hoses on cabin heater, ops checked heater air flow found satisfactory. Replaced ram air inlet hose to cabin, ops
checked ram air valve found satisfactory. Cleaned, treated, and painted minor skin corrosion under cabin heater. ’Rep laced
Aux power door sptings. Replaced left aileron cable in cabin floor area, pn 53004-43 cable supplied by Cessna. chlzced -~
right rear yaw dampener cable, replaced right wing Auto Pilot Servo top cable. Cables made by McFatland Aviation
Products. Cables installed and rigging and tension set and checked and safetied IAW Cessna 340/340A Service Manual
Section 5,6. Autopilot units repaired by Autopilot Central. Reinstalled units in original racks. Actuator sn 3084 —_—
Control unit sn 2851, Mode Selector sn 2278, Comp Amp sn 9253. Cleaned both sides fuel sump filters, and repla’ced @]
ring seals, unit ops and leak checked satisfactory. Cleaned tip tank pump screens and leaked check satisfactory. Cleaned
main tank pump screens and leak checked satisfactory. Removed old unused ADF antenna from bottom of belly of cabin. ——
Antenna not mounted in pressurized area of cabin, weight change negligible. Cleaned and repainted battery box coverand _
replaced foam seal. Battery serviced in accordance with the Gill ICA. Replaced five static wicks. Replaced rh cowl flap Y
hinges. Replaced lh cowl flap hinge pins. Replaced 2 cowl flap swivel ball end fittings. Replaced It and rt outboard gear _U—
door hinges. Setviced Oxygen bottle to full and ops and leak checked satisfactory. Replaced Oxygen bottle thermal blow

out plastic disc. Secured nose taxi light with shim and installed. Replaced Vac filters B3-5-1 left and right wing roots.
Resealed right tip tank anchor nut and leak checked satisfactory. Replaced instrument air filter pn C294501-0301. Cleaned

:;thfow valves. Lubed controls, checked lights found satisfactory. Aircraft ran and ops checked deice boots. ADs checked

4-2017.

I certify that this aircraft was inspected IAW a 100 hr inspection and found to be in an airworthy condition.

Scott Whittaker _ S

A&P3354545

5-01-2017 Aircraft log entry for N615SA
Hobs.4352.4 TAT 8883.8 Heater Hobs 203.2 ELT Batts due 2023 -_—
Complied with an Annual Inspection in accordance with Cessna Model 340/340A Service Manual
Inspection forms. I certify Aircraft was inspected in accordance with an Annual Inspection :

and was found to be in airworthy condition this date. -
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2823 E. Empire St

Bloomington IL 61704 3
Tel: (309) 828-4448 :
Fax: (309) 282-4458

Registration #: N61 5SA W.O#: R8260

Serial #: 340A0427 Date: 31 AUG 2017
Aircraft Hobbs: 4403 9

ry altimeter ARC, P/N: 42540-6128, S/N: 5712,
0, S/N: 531 and tertiary altimeter UNITED, P/N:

5 5934PA-1, S/N: 3EG001336 and altitude reporting equipment has been inspected and
ested in accordance with Far 91.411 and FAR 43 appendix E and F. pertinent details of the
A work is filed under W.O.# R8260 :

siGNED: ({11 é// ’

this aircraft's pitot/static system prima
“ondary altimeter SANDIA, P/N: SAL 34

AUG 31,2017
Synergy Flight Center, LLC for CRS 8SGR199C |
3 ~ 7" Airframe Log Entry 2823 E. Empire St
/ SYNERG Y Bloomington IL 61704
) / Tel: (309) 828-4448
o ) Fax: (309) 282-4458

Registration #: N6l 5SA W.0#: R8240
Serial #: 340A0427 Date: 31 AUG 2017
Aircraft Hobbs: 44039

this aircraft's transponder, GARMIN, P/N: 01 1-03302-00, MODEL GTX 345, S/N:

i
3 3EG001336 has been inspected and tested in accordance with FAR 91.413 and FAR 43
g F and appendix E(c). details of the work is filed under W.0.#_R8260

appendix
| HATE: AUG 31,2017 SIGNED: ﬁ//ﬂ W
’ hivand T

Synergy Flight Center, LLC for CRS 8SGR199C







